
 

© Qualitystreet Sàrl | Luxembourg | www.singas.eu | All reproduction is strictly forbidden | Don’t throw on public ways 

SINGAS F-EXX 
F-SERIES 

 100% recyclable 

 For fat fires 

 Ultra-efficient 

 Fire class A & F 

 Easy to use 

 Light 

 Usable for every age 

 No gas propellants 

 No risk of explosion 

 Safe 

 Constant jet  

 Functional at 360° 

 < 1000 V 

 No maintenance 

 « made in Germany » 

The Flexpack 
technology 
The elastomer takes the 

entire inner shape of the 

container, a 30% econo-

my in production materials 

copared to conventional 

technologies .  

The inner product is pro-

pulsed with a low 2 bar 

pressure witout any gas or  

liquid propellants.  
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SINGAS F-Exx 1.5F / 3.0F / 8.0F 

Ecological no gas extinguisher for fat fires - class A & F, 

a must in every kitchen. 
The SINGAS F-Exx F extinguishers are a real innovation in the field of portable 

extinguishers. Provided with the unique and patented FLEXPACK technology, an 

elastomer propulsion system, our containers donôt need any gas or liquid pro-

pellants. With only 2 bar of pressure, we guarantee a constant jet during the 

total spraying time in any 360° position. After use, our extinguishers are entirely 

recyclable, just throw them in the recycle bin for plastics. The only one with 

fluid high performance fat extinguishing agent based on organic salts . 

This makes our extinguishers the most ecological, easy to use, light, safe 

(no risk of explosion due to absence of gas) and efficient (regarding the size) of 

the market. 

Our extinguishers are all certified according to NF S 61-804 and DIN EN3-7 for 

using on electrical systems up to 1000V. 

On top of that, our extinguishers are free of any maintenance costs compared to 

conventional extinguishers containing gaz. 

All our products are produced and certified in Germany, the  extinction agents 

correspond to all the current standards according to DIN EN3-7. 

SINGAS F-Exx, the extinguishers that save lives. 
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SPECIFICATIONS 

 
For class A fires 

  
For class F fires 

  
For fat fires ... 

  
é for camping ... é on the boat é é for barbecue... 

  

é at fire places é é in the kitchen é é in the office é é for indoor  use é é in leisure ...  é for use on electri-
cal appliances up to 
1000V (min 1m dist.). 

APPLICATIONAL EXAMPLES 

Characteristics SINGAS F-Exx® 1.5 F SINGAS F-Exx® 3.o F SINGAS F-Exx® 8.o F 

Fire ratings F 

Extinguishing power: 5F 

A, F 

Extinguishing power 2A, 25F 

A, F 

Extinguishing power 5A, 40F 

With the official confirmation 
of the fire extinguishing power 
for Class A and Class F fires 
the following fires can be  
extinguished: 

The extinguishing of small 
solid substance fires are pos-
sible (without any rating) 
5F: 5 Liters of burning vegeta-
ble oil 

2A: approx. a 4 kg pile of 
burning dry fir or spruce wood 
25F: 25 Liters of burning veg-
etable oil 

5A: a 30 kg pile of burning dry 
pine wood (l: 50cm; w: 50cm; 
h: 56cm) 
40F: 40 Liters of burning veg-
etable oil 

Total height 150 mm 245 mm 360 mm 

Weight 280 gr. 540 gr. 1.75 kg 

Contents (net) 150 ml 300 ml 800 ml 

Fluid pressure (at 20°C) approx. 2 bar approx. 2 bar approx. 2 bar 

Casting distance approx. 4 m approx. 4 m approx. 4.5 m 

Spraying duration approx. 15 secs approx. 35 secs approx. 15 secs 

Propellant elastomer force element (no gas) 

Extinguishant Fluid high performance fat extinguishing agent based on organic salts 

Operating temperature -20°C to + 70°C 

Shelf life 5 years, maintenance free 3 years, maintenance free 

Other Applicable for electrical systems up to 1000 V (minimum spray distance 1 m) 

Units/box 20 20 6 

Units/palette 1960 1120 192 


